
THIS SPACE FOR ARCHITECT/ENGINEER APPROVAL

Due to continuing product improvement, the information contained in this document 
is subject to change without notice. All dimensions are ± 1/4" (6mm).

Recessed Laboratory Units

WaterSaver 312 666 5500 TELEPHONE 
701 W Erie St 312 666 5501 FACSIMILE 
Chicago, IL 60654 wsflab.com

Listed 8116. Units have been 
tested to and comply with  

ANSI Z358.1-2014 and the 
Uniform Plumbing Code.

Sign Included

Keep Area Clear
Test All Emergency Equipment Weekly

Emergency 
Shower

 F ESBF672 Recessed Emergency Shower, Wall Mounted Exposed Shower Head

rev. 022120

90° 

HEAVY DUTY STAINLESS
STEEL "PANIC BAR" WITH
BLACK VINYL GRIP
(PULL TO ACTIVATE SHOWER)

REMOVABLE
ACCESS PANEL

STAINLESS STEEL
CABINET

SEE NOTE

48" MAX.
(1219mm)

TO FINISHED
FLOOR

9"
(229mm)

16 1/4"
(413mm)

2 3/4" (70mm)
FROM FINISHED WALL SURFACE

TO CENTERLINE OF PIPING

1 7/8"
(48mm)

1 1/2"
(38mm)

#10 MOUNTING HOLE
(4 PLACES)

1" IPS BRASS
STAY-OPEN BALL

VALVE WITH 1" NPT
FEMALE UNIONS ON

INLET AND OUTLET

36" (915mm)

82"-96"
(2083mm-2438mm)

TO FINISHED
FLOOR

5 5/8"
(143mm)

Ø10"
(254mm)

PIPE SUPPORT BY OTHERS

STAINLESS STEEL SHOWER 
HEAD WITH 20 GPM 
FLOW CONTROL

PIPE AND FITTINGS
IN DOTTED BY OTHERS

1" IPS X 37" (940mm)
STAINLESS STEEL PIPE

NOTES:

1. A MINIMUM OF 4 1/8" (105mm) IS REQUIRED FROM FINISHED 
WALL SURFACE TO REAR OF WALL CAVITY TO ACCOMMODATE UNIT.

2. STANDARD DIMENSION FROM SHOWER HEAD TO WALL IS 24" 
(610mm). WHEN UNIT IS USED IN BARRIER-FREE APPLICATIONS, 
DIMENSION SHOULD BE 36" (915mm).

3. CABINET IS 16 GAUGE TYPE 304 STAINLESS STEEL WITH #4 
BRUSHED SATIN FINISH.

4. PROVIDE 7 1/4" (184mm) X 14 1/2" (368mm) CUTOUT IN 
WALL FOR HOUSING INSTALLATION.

5. TRIM PIECE MUST BE FRAMED IN THE WALL.

14 3/8"
(365mm)

7 1/8"
(181mm)

3 5/16" (84mm)
TO CENTERLINE

OF PIPING

3 1/8"
(79mm)

3 5/8"
(92mm)

STAINLESS STEEL ESCUTCHEON


