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 F L2221VB Laboratory Mixing Faucet, Deck Mounted, 6” Rigid Vacuum Breaker Gooseneck, Aerator,   
 Wrist Blade Handles

 F L2224VB Same as above except with Rigid/Swing Vacuum Breaker Gooseneck

MEASUREMENTS MAY VARY ±1/4" (6mm).

WITH LOCKNUT AND
(2) SET SCREWS

WITH LOCKNUT AND
(2) SET SCREWS

MOUNTING
PLATE

3/4"
(19mm)

STAINLESS STEEL SEAT
UNIT WITH REPLACEABLE 
WATER SAVER RENEWABLE

NOTES:

COMPLY WITH ASME A112.18.1M AND CSA B125.1.
3. FIXTURE IS CERTIFIED BY CSA INTERNATIONAL TO

(1) Ø1-1/32" HOLE FOR CENTER FITTING.
4. PROVIDE (2) Ø1-3/8" HOLES FOR VALVES AND

5. FIXTURE HAS A POLISHED CHROME PLATED FINISH.

ASSEMBLED AND FACTORY TESTED.
1. VALVES AND CENTER FITTING ARE FULLY 

ASSE 1001.
2. VACUUM BREAKER IS CERTIFIED TO COMPLY WITH

1-3/8-14 THREAD

RENEWABLE UNIT
WATER SAVER

Ø1-7/8"

4"

8"

(102mm)

(203mm)
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18" FLEXIBLE HOSE

5/16" TYP.
(8mm)3/8" O.D. FLEXIBLE

COPPER TUBING
(HOT WATER INLET)

(343mm)
13-1/2"

COPPER TUBING
3/8" O.D. FLEXIBLE

(COLD WATER INLET)

1"-18 MOUNTING SHANK

Ø1-1/4"
(32mm)

3/8" IPS COUPLING

6"

11-7/8"
(302mm)

(152mm)

1"
(25mm)

2-5/8"
(67mm)

3/8" IPS "LOW FLOW"
LABORATORY VACUUM BREAKER

RIGID/SWING GOOSENECK
3/8" IPS CONVERTIBLE

AERATOR
REMOVABLE 

7-1/2"
(191mm)

COLORED PLASTIC
INDEX DISC

4" FORGED BRASS
WRIST BLADE HANDLE
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