‘ WaterSaver  colortech BT

BT7837

RECIRCULATING PURE WATER TAP, POLYPROPYLENE-LINED, DECK MOUNTED, MANUAL CONTROL

MOLDED NYLON HOODED
HANDLE COLOR-CODED
PER EN STANDARD COMPRESSION CONTROL
DIAPHRAGM VALVE FORGED BRASS
LOCATED INSIDE
VALVE BODY WITH
VALVE BODY POLYPROPYLENE
INTERIOR
SIX SERRATION
POLYPROPYLENE
HOSE END 6'
(152mm)
9-1/2"
(241mm)
1-5/16"
(33.3mm) 7/8" 0.D. BRASS RISER
WITH RECIRCULATING
POLYPROPYLENE LINING
@1/8" (3.2mm) POSITIONING PINS
POSITIONING PINS (SEE DETAIL A)
| DETAILA 3/32" (2.4mm) EXPOSED
‘ LENGTH
- =
@1-7/8" —=|
3/8" 0.D. OUTLET TUBE (48mm)
19-11/16" (500mm) EXPOSED TUBE LENGTH
3/8" 0.D. COMPRESSION
X G1/2 ADAPTOR
N + —
COMPRESSION CONNECTIONS

3/8" 0.D. COMPRESSION
X G1/2 ADAPTOR

MEASUREMENTS MAY VARY *1/4" (6m

3/8" O.D. INLET TUBE
19-11/16" (500mm) EXPOSED TUBE LENGTH

NOTES:

1. FITTING HAS FULLY RECIRCULATING CONFIGURATION

2. MAXIMUM WORKING PRESSURE IS 100 PSI (7 BAR).

3. ALL COMPONENTS IN CONTACT WITH PURE WATER ARE
INERT POLYPROPYLENE.

4. MAXIMUM COUNTER THICKNESS IS 1-1/4".

5. FITTING HAS COLORTECH EPOXY POWDER COATED FINISH.
SPECIFY COLOR (WHITE, GRAY OR TAN) WHEN ORDERING.

12-1/2"
(318mm)

o
(5Tmm)

WaterSaver Faucet Co. 312 666 5500 t
701 West Erie Street 312666 5501 f
Chicago, IL 60654 wsflab.com

Drawing Number: Revised: 022113-TEC



