
rev 0215 ©2015 WaterSaver Faucet Co.

Measurements may vary ± 1/4".

WaterSaver Faucet Co.
701 West Erie Street
Chicago, IL 60654

312 666 5500 telephone
312 666 5501 facsimile
wsflab.com

36" APPROX.

Ø2-1/8" 

5"
(127mm)

(54mm)

(48mm)
Ø1-7/8" 

2-1/4"
(57mm)

3/8" NPT
MALE INLET

WATER SAVER RENEWABLE

CHECK VALVE
UNIT WITH INTEGRAL

6"
(152mm)

TESTED PRIOR TO SHIPMENT.
2. FIXTURE IS FULLY ASSEMBLED AND FACTORY

3. FIXTURE HAS A POLISHED CHROME PLATED FINISH

LOCKING RING

WATER SAVER RENEWABLE UNIT

FOUR-ARM HANDLE
FORGED BRASS

INDEX DISC
COLORED PLASTIC

WITH INTEGRAL CHECK VALVE

3/8" IPS MOUNTING SHANK
WITH LOCKNUT AND WASHER

VALVE BODY
FORGED BRASS

DETERIORATION.
INSPECTED PERIODICALLY FOR
EXCEEDS 90 PSI. HOSE SHOULD BE 
APPLICATIONS WHERE WATER PRESSURE

1. THIS HOSE SHOULD NOT BE USED IN

NOTES:

BRACKET (12" MAXIMUM)

VALVE HOOK

WALL SUPPORT 
ADJUSTABLE

STAINLESS STEEL HOSE

Ø1-1/2"
(38mm)RUBBER-BOUND

SPRAY-TYPE
OUTLET HEAD

SEAT AND INSULATED HANDLE

SELF-CLOSING VALVE WITH
REPLACEALBE STAINLESS STEEL

	 PR1711WSA  Pre-Rinse Unit, Hot And Cold Water, Panel Mounted

Pre-Rinse Units


