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Listed 8116. Units have been 
tested to and comply with  

ANSI Z358.1-2014 and the 
Uniform Plumbing Code.

	F SSBF2162 �Recessed Safety Station with Drain Pan and Daylight Drain, Recess Mounted Shower Head

Note: Shown with optional AP280-235 electric light and alarm horn unit 
(sold separately).

Application: Recessed barrier-free eye/face wash and shower 
safety station with ceiling mounted recessed shower head and 
drain pan. Stainless steel cover provides attractive appearance 
and protects unit when not in use. When activated, cover 
serves as pan to collect waste water and return it into unit for 
drainage. Rather than connecting to building drainage system, 
unit has 1” IPS stainless steel drain on front of unit for waste 
water. Front drain provides for less costly installation while 
facilitating regular testing of unit.
ADA Compliance: When installed at recommended 
mounting heights, unit complies with ADA requirements for 
accessibility by handicapped persons.

Shower Head: 11-3/4” diameter stainless steel with 20 GPM 
flow control and flange for flush mounting in ceiling.
Shower Valve: 1" IPS brass stay-open ball valve with stainless 
steel “panic bar” actuator.

Cover/Drain Pan: 16 gauge stainless steel combination cover 
and drain pan. Grasping “panic bar” handle and opening cover 
pulls spray head assembly down from vertical to horizontal 
position, activating water flow. While unit is in operation, 
waste water is collected in drain pan and re-directed to 
daylight drain for drainage out the front of unit. Unit remains 
in operation until cover is returned to closed position.
Eye/Face Wash Spray Head Assembly: Two FS-Plus™ 
spray heads mounted on supply arms. Each spray head has 
individually adjustable flow control and filter to remove 
impurities from water flow.
Eye/Face Wash Valve: 1/2" IPS brass plug-type valve with 
O-ring seals. Furnished with in-line strainer to protect valve 
from debris and foreign matter.

Mounting: 16 gauge stainless steel cabinet with flange 
featuring 3/8” return for recessed mounting in wall. Unit fits in 
standard 3-5/8" deep wall.
Supply: 1" NPT female inlet.

Waste: 1” IPS stainless steel drain elbow on front of unit.
Sign: ANSI-compliant identification sign.

Quality Assurance: Unit is completely assembled and water 
tested prior to shipment.
NOTE: ANSI Z358.1-2014 specifies that shower heads be installed 
no more than 96” above the finished floor. This unit should 
therefore not be installed in ceilings over 8 feet. For higher 
ceiling heights, we recommend the SSBF2152 or SSBF2172 units.

U.S. Patent 5,768,721

Available Options
	F AP250-065 Modesty Curtain

	F �AP280-235 Electric Light and Alarm Horn

	F AP280-237 Electric Light and Alarm Horn with Silencing 
Switch

	F �TM6040 Thermostatic Mixing Valve
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Due to continuing product improvement, the information contained in this document 
is subject to change without notice. All dimensions are ± 1/4" (6mm).
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Sign Included

Keep Area Clear
Test All Emergency Equipment Weekly

Emergency 
Shower/Eyewash

	F SSBF2162 �Recessed Safety Station with Drain Pan and Daylight Drain, Recess Mounted Shower Head

STAINLESS STEEL
CABINET

36" (915mm) RECOMMENDED

82"-96"
(2083mm-2438mm)

TO FINISHED
FLOOR

PIPE AND FITTINGS IN
DOTTED BY OTHERS

2 1/2" SLOT
 (64mm)

1" IPS BRASS STAY-OPEN BALL
VALVE WITH 1" NPT FEMALE

UNIONS ON INLET AND OUTLET

#10 MOUNTING HOLE
(10 PLACES)

STAINLESS STEEL
DRAIN PAN

(2) FS-PLUS™
SPRAY HEADS

HEAVY DUTY STAINLESS
STEEL "PANIC BAR" WITH
BLACK VINYL GRIP
(PULL TO ACTIVATE SHOWER)

REMOVABLE
ACCESS PANELS

90°

33"
(838mm)

3"
(76mm)

3 1/2"
(89mm)

21"
(533mm)

PIPE SUPPORT
BY OTHERS

2 1/4"
(57mm)

7"
(178mm) 20 1/2" (521mm)

TO FINISHED FLOOR

Ø11 3/4"
(298mm)

31 1/8"
(791mm)

15 1/2"
(394mm)

18 1/4"
(464mm)

2 1/4"
(57mm)

1 3/4"
(45mm)

3/4"
(19mm)

STAINLESS STEEL
DRAIN ELBOW

PROVIDE 
Ø10" (254mm) 

HOLE IN CEILING

3 7/8"
(98mm)

19 1/8"
(486mm)

NOTES:

1. EACH FS-PLUS™ SPRAY HEAD HAS AN INTERNAL FLOW 
CONTROL AND FILTER TO REMOVE IMPURITIES FROM 
THE WATER FLOW.

2. UNIT IS FURNISHED WITH IN-LINE STRAINER TO 
PROTECT SPRAY HEADS AND VALVE COMPONENTS 
FROM DEBRIS IN WATER LINE.

3. CABINET IS 16 GAUGE TYPE 304 STAINLESS STEEL 
WITH #4 BRUSHED SATIN FINISH.

STAINLESS STEEL FLANGED 
SHOWER HEAD WITH 20 

GPM FLOW CONTROL

rev. 022120


